APPROVED: \ Lo W COUNTY OF PLACER
" DIRECTOR OF PUBLIC WORKSS DEPARTMENT OF PUBLIC WORKS

STABILIZED
CONSTRUCTION ENTRANCE

/ DATE: JULY, 2005 |[NTS|PLATE C€-4 (50)
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2"—-3" AGGREGATE
12" MINIMUM DEPTH

GEOTEXTILE SUBGRADE REINFORCEMENT PROVIDE FULL WIDTH

OF INGRESS/EGRESS
AREA (30’ MIN.)

NOTES:

A STABILIZED CONSTRUCTION ENTRANCE SHALL BE USED AT ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS.

THE AGGREGATE SHALL BE 2 —3 IN. CRUSHED ROCK.

THE ENTRANCE SHALL BE PROPERLY GRADED TO PREVENT RUNOFF FROM LEAVING THE CONSTRUCTION SITE.

THE ENTRANCE SHALL BE CONSTRUCTED ON LEVEL GROUND.

PERIODIC TOP DRESSING WITH ADDITIONAL STONE SHALL BE PROVIDED TO ENSURE THE INTEGRITY OF THE ENTRANCE DURING
CONSTRUCTION.

CONTRACTOR TO MAINTAIN CONSTRUCTION ENTRANCE AT ALL TIMES.

CRUSHED ROCK MATERIAL SHALL BE ADDED WHEN SURFACE VOIDS ARE NOT VISIBLE.

ALL SEDIMENT DEPOSITS ON PAVED ROADWAYS SHALL BE REMOVED WITHIN 24 HOURS.

THE CRUSHED ROCK AND GEOTEXTILE SHALL BE REMOVED AT COMPLETION OF CONSTRUCTION.
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